1515 90 o0 90 1515

— This Drawing to be read in
- N - N - - - -
— conjunction with Drawing No.
== ] BRE/C21/203
—=
—=
—=
—= . :
Double Layer of 15mm 50mm Mineral Wool Insulation
Lafarge Standard Wallboard 30 - 60 kg/m?
to both sides —=
—=
—=
(—=
W Additional studs at wall intersections
C—= provided automatically by GCAD
; ; — software to receive the plasterboard
50mm Mineral Wool cavity Wall C —
(10-60Kg/m3)Batts between Studs WA
140mm Scottsdale Stud Wall Frame —— Maintain the break in rigid insulation
board and the steel frame
0 . J
@\
. : - f— Vapour Barrier
o (
O
[@)]
| |\
TSR
COCIIIKICIIIIKIITAIIH K> .
& e 40mm Kingspan TW55
. SOSISERELIIIELIIIIELLIIEK Insulation Joints Taped
O Mineral Wool Cavity W |
o Fire barrier
®
O
Brick Veneer w:ow Tie connected thru Insulation to
vertical stud members
in accordance with NHBC Standards
NOTES REVISIONS UNLESS OTHERWISE PROJECT NAME 2 Storey Model House Construction Details
IMPORTANT: ALL COPYRIGHT AND DESIGN RIGHT, SUBSISTING IN THIS U_§M—N_ﬁWuuom7_Dm>»__Mm _Z CUSTOMER NAME MOO_HQO_m mnmm_ C_A _I_HQ DRAWING No. wmm\>NA \N \_ A.
DOCUMENT IS THE PROPERTY OF SCOTTSDALE CONSTRUCTION SYSTEMS —/\___l_l__/\_m|_|mmm DRAWING TITLE _Um;v\s\m__ to External Wall Detail - 90mm stud OUﬂOD
AND ASSOCIATED COMPANIES AND MAY NOT BE REPRODUCED WITHOUT
WRITTEN CONSENT. THIS DOCUMENT AND THE INFORMATION CONTAINED DO Z OI_I mo>—|m SCALE Z._.m DRAWN BY mOU OO_<®1 CHECKED BY - mm_.amﬂ _UCDQN_.
WITHIN IT, IS CONFIDENTIAL TO SCOTTSDALE CONSTRUCTION SYSTEMS STATUS DATE 10-05-06 REVISION -
AND ASSOCIATED COMPANIES AND MAY NOT BE DISCLOSED TO ANY THIRD
Scottsdale Steel UK Ltd Bl Scottsdale
T vt IF IN DOUBT ASK! ~ Seiséaesealukiic o= H
Scottsdale Construction Systems




