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Refer to 1IS211 for U value and Dew
calculation reports for the wall.

point J

Refer to 1IS212 for U value calculations for the

ceiling.

Mineral Wool (Rockwool Flexi or
equivalent) (90mm between the studs
90mm above the studs)
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Ventilation Through Proprietary Ventilators
STO Seal Tape —

Mechanically Fixed 40mm EPS

12.5mm Lafarge Firecheck WallBoard

12.5mm Lafarge Firecheck Wallboard

Vapour Barrier

90mm Scottsdale Wall Frame

50mm Mineral Wool insulation

Insulation

ALL FIXING & ACCESSORIES ARE Nominal 5mm STO Render
ACCORDING TO STOTHERM CLASSIC
EXTERNAL WALL INSULATION MECHANICAL
SYSTEM AS APPROVED BY BBA.

10-60 Kg/m’

22mm Bitrock Board

Nominal 20mm Unventilated Air

NOTES

REVISIONS

IMPORTANT: ALL COPYRIGHT AND DESIGN RIGHT,
SUBSISTING IN THIS DOCUMENT IS THE PROPERTY OF
SCOTTSDALE CONSTRUCTION SYSTEMS AND ASSOCIATED
COMPANIES AND MAY NOT BE REPRODUCED WITHOUT
WRITTEN CONSENT. THIS DOCUMENT AND THE
INFORMATION CONTAINED WITHIN IT, IS CONFIDENTIAL TO
SCOTTSDALE CONSTRUCTION SYSTEMS AND ASSOCIATED
COMPANIES AND MAY NOT BE DISCLOSED TO ANY THIRD
PARTY WITHOUT WRITTEN CONSENT.

UNLESS OTHERWISE STATED ALL
DIMENSIONS ARE IN MILLIMETRES

DO NOT SCALE
IF IN DOUBT ASK!
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